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CIE Chromaticity Diagram 

Normalized Spectral Intensity vs Angular Displacement 
137.7 degrees   

Spatial Intensity Distribution 
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Typical Electro-Optical Characteristics Curves 
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Input Current = 350 mA, TJ = 25° C 

Wavelength Characteristics 

Lednium Series Optimal I 
OVTL01LGA Series 
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Input Current = 350 mA, TJ = 25° C 

Wavelength Characteristics 
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Wavelength Characteristics 
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—— Daylight White 

Input Current = 350 mA, TJ = 25° C 
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Input Current = 350 mA, TJ = 25° C 

Wavelength Characteristics 
Wavelength (nm) 
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Wavelength Characteristics 

Input Current = 350 mA, TJ = 25° C 
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% Normalized Luminosity at 
Junction Temperature (° C) 

0 25 50 75 100 125 

OVTLO1LGAA(S) 125 100 85 70 60 45 

OVTLO1LGAB(S) 107 100 95 87 75 65 

OVTLO1LGAG(S) 110 100 95 85 70 65 

OVTLO1LGAR(S) 135 100 90 75 65 50 

OVTLO1LGAW(S) 105 100 93 82 68 60 

OPTEK 
Part 

Number   

OVTLO1LGAWD(S) 105 100 93 82 68 60 

OVTLO1LGAWW(S) 105 100 93 82 68 60 

Luminosity normalized to TJ = 25° C 

Lednium Series Optimal I 
OVTL01LGA Series 

Typical Electro-Optical Characteristics Curves 

Solder Reflow Cycle 
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Moisture Resistant Packaging 

Carrier Tape Dimensions:  Loaded quantity 1000 maximum pieces per reel 

Reel Dimensions:   

Label Aluminum Moisture-proof Bag Desiccant Bar Code Label 

Lednium Series Optimal I 
OVTL01LGA Series 

 

 

 

Progressive Direction 

Cover tape thickness 
0.10mm max 

 Outer diameter: 13 inches [330 mm] 
Spindle diameter: 0.5 inches [13 mm] 
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